
Komara 30 Duplex Skimmer

innovation
quality
reliability

Vikoma Komara skimmers are world renowned for their effective oil recovery rate and 
unique design.

The Komara 30 Duplex skimmer only takes 4 minutes to change from discs to brushes.

For more information on Vikoma Oil Recovery Skimmers please visit www.vikoma.com

Come and see it for yourself 

at Interspill 2015

Stand B30
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Vikoma’s Komara range of oleophilic disc 
skimmers are probably the best known 
and most widely used skimmers in the 
world.

The Komara 30 Duplex is highly 
versatile and can be used as either a 
disc skimmer or a brush skimmer.  

The skimmer is designed to pick up 
oil with very low free water pickup 
(typically less than 2%).  

The crimped bristles are 
manufactured in polypropylene to 
ensure good chemical resistance, low 
water absorption & good oleophilic 
performance.  

The unique action of the rotating 
brush creates a flow of oil towards 
the skimmer and will pick up the oils 
as a continuous sheet.

The brushes crimped bristles hold on 
to the thick oil and elevate it over the 
unique raised weir comb and into the 
skimmer sump.

The skimmer can be converted from 
discs to brushes or vice-versa in the 
field in less than 4 minutes without 
the need for special tools.  

When the disc modules are fitted, the 
lighter oils will adhere to the surface 
of the discs as they rotate through 
the water, which is then removed by 
scrapers mounted on both sides of 
each disc.  

Tel: +44 (0)1983 200560
Email: sales@vikoma.com
www.vikoma.com

Vikoma has an ongoing development programme, we reserve the right to amend the information contained in 
this leaflet without prior notice. All quote dimensions and quantities are nominal.

Recovery rates of up to 30 tonnes per 
hour can be achieved dependent on 
various criteria including oil viscosity, 
temperature, slick thickness, sea state 
etc. 

The system uses four independent 
banks of oleophilic discs (or 
interchangeable brushes) to draw oil 
into the skimmer.  

The hydraulic design ensures high 
torque is available with excellent low 
speed performance.  

The Komara™ Duplex 30 system 
consists of a skimmer, a diesel driven 
power pack, hydraulically driven 
positive displacement transfer pump 
and a site hose kit.  

Contaminant is collected in a sump 
and drawn to the remote transfer 
pump.  

Product Benefits:

• Highly versatile skimmer

• Excellent low speed 
performance.

• Low water absorbtion.

 Komara 30 Skimmer (3.76)*
 V1128-W Lobe Pump (8.61)*
 GP20-2E Powerpack (7.29)*
 Complete Hydraulic and Discharge Hose  
 Set
 Operation and Maintenance Manual

Overall PVC weather cover (8075CV)
Tool kit (1300TK)
Spares Kit

 System components

 Optional extras

 Capacity

 30m3 per hour
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