SD65 DISC/BRUSH

SKIMMER SYSTEM = | Vikomq

TECHNICAL SPECIFICATION W Technology for a Cleaner Environment

KOMARA SD65 OIL RECOVERY SYSTEM

Part No 0S/0225 SD65 Disc and Brush System
0S/0226 SD65 Disc only System
0S/0227 SD65 Brush Only System

Application

The Komara Sea Devil 65 skimming system
comprises of the Sea Devil SD100 heavy oil
skimmer, GP70 power pack and hose kit with a hose
reel for storage of hoses. The SD100 Disc/Brush
skimmer has star discs for the recovery of heavy oils
and brushes for the recovery of lighter oils as
optional interchangeable units. The Komara Sea
Devil SD100 Disc/Brush skimmer has a maximum
capacity of 100 m3/hr, when driven by the GP70 the
overall system has a maximum capacity of 70m3/hr,

dependant on recovered product consistency.
(If the 100m3/hr system is required please see spec 3/202.)

Hose Kit

Hoses are supplied on a hand operated twin spool
hose reel for ease of deployment, recovery and
storage.

Hydraulic hoses

Discs 2 x %" NB x 20 metres long with
QRCs to both skimmer and
powerpack.

Pump 1 x 1” NB x 20 metres long with

%" QRC to skimmer and 1” QRC
to powerpack.

1x1” NB x 20 metres, 1” QRC’s
to both skimmer and powerpack.

s - Skimmer Powerpack  Hoses
(Hydraulic hoses are contained Length 246cm 203cm 136cm
within a hose stocking) Width 148cm 122cm 131cm
Height 124cm 149cm 166cm
Discharge hose 1 x6” NB x 20 metres lay flat, Weight 700Kg 1044Kg 450Kg
complete with aluminium
camlocks (If 0S/0225 supplied, there is additional box for extra
2 x Inflatable Hose Floats (foot disc banks: 128 x 116 x 66cm, 165Kg)

pump included for inflation)

SD100 Skimmer (3.204)*

Complete Hydraulic and Discharge Hose Set
Hose Reel

GP70 Powerpack (7.85)*

Operation and maintenance manual

* refer to spec sheets of individual items for further information
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FViHomq Vikoma has an ongoing development programme, we reserve the right to amend the information contained in this leaflet without prior
4 e natice. All quoted dimensions and quantities are nominal.

Vikoma International Ltd, Kingston Works, Kingston Road, East Cowes, Isle of Wight, PO32 6JS, UK www.vikoma.com
Part of the Energy Environmental Group www.energyenviron.com
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